Eagle Creek Floors

Pinnacle

LUXURIOUS, OVER-SIZED WPC PLANKS
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Pinnacle

LUXURIOUS, OVER-SIZED
WPC PLANKS

Construction:
Rigid Core WPC Vinyl

Thickness:
12mm (10.5mm Core + 1.5mm
Attached EVA Pad)

IIC Rating: 64 db

Texture:
Embossed In-Register / Hand
Scraped / Random Embossed

Wear Layer: 20 mil
Edge Profile: Painted V-Bevel

Finish: Crystalguard™ Plus
(3 Layers of Anti-Scratch Coating)

Installation Method: Floating
Click System: Fold Down Lock

Installation Level:
On /Above / Below Grade

Three Season Room: Yes

Cases/Pallet:

44 (9-3/8” x 59-7/8”)
44 (8-7/8” x 59-7/8”)
52 (8-7/8” x 72”)

Warranties:
Lifetime Residential
25 Year Commercial

Coordinating Moldings Available

SKU Planksize | 597t/ | Saft/
carton pallet

DV786-C  9-3%”x59-78”  23.39 1,029
DV788-C  8-7”x59-78”  22.12 973
DV789-C  8-7”x59-78”  22.12 973
DV790-C  8-78” x59-7”  22.12 973
DV791-C  8-7"x59-7”  22.12 973
DV795-C  8-7”x59-78”  22.12 973
DV796-C  8-7"x59-78”  22.12 973
DV797-C  8-7”x59-78”  22.12 973
DV798-C  8-78" x 72" 22.16 975
DV799-C 878" x72” 22.16 975

@ Crystalguard™PLUS
3 LAYERS
of proprietary
anti-scratch coating
Wear Layer (20 mil)

High-Res Printing

Vinyl Top Layer

WPC Core

Fold Down Locking System
1.5mm Attached Pad

Eagle Creek Floors

8-7/8” x 59-7/8”

DV795-C Bonita

J

DV798-C Fischer DV797-C Whitney 8-7/8” x59-7/8”

DV799-C Echols 8-7/8”x 72" DVT788-C Conner 8-7/8” x59-7/8”

DV791-C Crawford 8-7/8"x59-7/8"  DVT786-C Avery 9-3/8” x 59-7/8”

8-7/8” x 59-7/8”

8-7/8” x 59-7/8”

DV790-C Buckley DV789-C Austin
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DV798-C Fischer
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72” Long Planks

8-7/8"x 72"
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DV799-C Echols

8-7/8” x 727
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DV797-C Whitney

8-7/8” x59-7/8”




